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ABSTRACT

Measurements of the structure of a swirl-stabilized, reacting spray are presented. The configuration
consisted of a research air-assist atomizer located in the center surrounded by a coflowing air stream. Both the air
assist and coflow streams had swirl imparted to them in the same direction with 45 degree angle swirlers. The fuel
and air entered the combustor at ambient temperature and the combustor was operated in an unconfined environment.
ﬂwgaspmscmsseededwimdenmoxideparﬁclwmmdumMVdodwmmnemmts. Velocity
measmementsforthegasphascaterepomdforbothanisoﬂletmal,singlc-phasccasewithoutdmpsandamcting
spmycaseataxialdistancwﬁomZ.Sto%Ommcbwnsﬁwmofﬂncnozzlc. Both mean and fluctuating values are
reported. Heptane fuel was used for all the experiements. Drop size and velocity, and drop number flux are also
reported for five axial distances downstream. Both mean and fluctuating values are reported for the drops. The
measurements were performed using a two-component phase/Doppler particle analyzer. Profiles across the entire
flowfield where velocities were significant are presented. Mean gas phase temperatures were also measured
intrusively using a single pt/pt-13%rh thermocouple and are reported at axial distances from 2.5 to 200 mm
downstream of the nozzle.

INTRODUCTION

Combusting sprays are very important for a large number of propulsion applications. Important physical
mhﬂﬂhm@gmmt&mwmmmmmemm,ﬂnm
of the droplets, and chemical reaction with associated heat release. These physical processes are all coupled and can
only be completely described using numerical modeling. As part of an effort to improve the numerical modeling
ofsptaymmhsﬁmfmgasnnbmemmmmexpaimmmlmﬂyhasbewpafamdwouainadatasetfor
a liquid-fueled combustor with simplified geometry that can be used for comparison with numerical models.

Beuuseofmcirnunmnspractimlapplications,swirlingﬂowswithcombusﬁonlmvebemsmdiedbya
large number of investigators. Earlier reviews of swirling flows both with and without combustion are preseated by
Chigier!, Syred and Beer’, and Lilly’. These papers predate the development of non-intrusive, laser-based
diagnostics; consequently all of the results described were obtained using instrusive instrumentation and detailed
structure measurements for these types of flows were not possible.

With the advent of newer instrumentation techniques, namely laser Doppler anemometry (LDA), velocity
measurements could be obtained and additional details of the structare of these types of flows began to emerge.
WD@phmmﬂvemwmmWyﬂmwmmmwswmmmﬁa‘mmm
and Whitelaw’. mymvulmmeofﬂcﬂowﬁeldmmofswkﬁngﬂambutdropsiumdsiucmﬂmed
velocity measurements were not possible.

The development of the phase/Doppler particle analyzer, reported by Bachalo and Houser®, enabled the
simultaneous measurement of droplet size and velocity. This instrument has been used by a number of investigators
for measurements in spray flames in a variety of configurations. Mao, et al.” present phase/Doppler measurements
ofSanteranDiametet(SMD),meanaxialdmpvdodty,dmpnumberdcmitymdliquidﬂminaswhi—mbﬂind
unconfined spray flame using an air-assist atomizer. No gas phase results are reported and the measurements were
taken from 10 to 75 mm downstream of the nozzle. McDonell and Samuelsen® present measurements taken using
atwo-componentphase.’Dopplersysteminamodelcancombustorundermctingandnon-reactingconditions. The
measurements were reported from 50 to 100 mm downstream of the nozzle. Edwards, et al.? report drop size, drop
velocity, drop size distribution, and liquid volume flux in a swirl-stabilized, semi-confined flame at 10 to 100 mm



downstream of the nozzle. Gas phase velocities are reported at axial Jocations from 25 to 100 mm downstream using
a combination of standard LDA with gas-phase seeding and phase/Doppler measurements for 2 micron drops where
possible. No gas phase results are reported at 10 mm downstream. Edwards and Rudoff'® report mean drop and gas-
phase velocity vectors for the same configuration. The gas phase measurements were obtained using a standard LDA
system with seeding particles and were reported to be "biased” in regions where a substantial number of drops were
present. Ghaffarpour and Chehroudi'’ present phase/Doppler measurements in a swirl-stabilized, confined combustor
at axial Jocations from 15 to 100 mm downstream of the nozzle. Mean drop velocities and SMD are reported at six
axial locations. Gas phase velocity was measured using LDA without drops or combustion. Phase/Doppler
measurements of drop size and velocity as well as gas-phase velocity in a swirl-stabilized combusting spray are
reported by McDonell and Samuelsen'?, The combustion air flow was seeded in order to make the gas phase
measurements. Measurements are reported at axial distances of 50, 75, and 100 mm downstream of the nozzle.
Hassa, et al."® presents phase/Doppler measurements in a cylindrical combustor using an air-assist atomizer at axial
distances from 7 to 97 mm downstream of the nozzle. Both drop and gas phase velocities are reported. Gas phase
measurements in the reacting flowfield were made using the smaller drops as tracing particles. This required some
judgement in order to determine what size drops should be used to represent the gas phase and also required the use
oflmgadropsmmpresemﬂwgasphaxalmgammsmmesduemmabsemofsmauadmps Temperature
measurements were also provided.

Measurements of drop size are also available using other techniques. Presser, et al.' reported drop SMD
measurements in a swirl-stabilized confined flame from 10 to 76 mm downstream of the nozzle using an ensemble
light scattering technique. Mean drop velocity measurements were obtained using standard LDA. Gas phase
measurements are reported only for the combustion air under isothermal conditions without the presence of the drops.
A comparison of drop sizes measured using three techniques is reported by Zarlo, et al'®. Measurements were
obtained using the ensemble scattering/polarization ratio, phase/Doppler and light intensity deconvolution techniques.
Drop mean size and number density measurements were not the same due to the selective sensitivity of each
technique to a different size range.

Mmeﬂaﬁbﬂmﬂw&mhwbmmuxﬁﬂmmu&ngdﬂmbdmfmm
regarding the structure of these flowfields. Some of the data from them are also useful for the development of
computer models. Most, however, do not provide enough detailed information for both the liquid and gas-phases
for the development of models, especially for initial conditions close to the nozzle. Hassa et al.'® provides the nearest
measurements at 7 mm from the nozzle.

EXPERIMENT

Apparatus

The present study is an attempt to provide a set of measurements that can be used in order to gain a better
understanding of the physics for combustor type flowfields. The combustor utilized in the present experiment is
illustrated in figure 1. It consists of a center mounted air-assist fuel nozzle, Parker Hannifin research simplex air-
assist atomizer, surrounded by a coflowing air stream. The nozzle arifice diameter was 4.8 mm. Both the air assist
and the coflow air streams had swirl imparted to them using 45 degree swirlers. The swirlers were constructed by
machining 45 degree slots into rings. Both streams were swirled in the same direction for the present study. The
combustion air was not preheated and entered the combustor at 297 £ 3 K. The top of the air-assist nozzle was
water cooled t0 prevent overheating of an o-ring in the nozzle assembly and keep the atomizing air and liquid fuel
at a constant inlet temperature of 297 £ 3 K. The temperatures of the fuel, atomizing air and coflow air streams
were measured using Chromal Alumel thermocouples. Flow rates of the air streams were measured using calibrated
orifices and the fuel flow rate was measured using a mass flowmeter. A single set of operating conditions was
chosen where the combustor operated in a stable mode, soot was relatively minor, and measurements could be taken
near the injector itself. All results reported in the present study were taken at a coflow air flow rate of 13.88 g/s,
an air-assist flow rate of 0.96 g/s, and a fuel flow rate of 0.38 gfs. Uncertainty in these flow rates is estimated at
1 5 percent. The fuel used was heptane. The coflow stream entered the combustor in three radial locations, passed
through a honcycomb flow straightener, and then the swirler before exiting the combustor. The swirler was located
140 mm upstream of the combustor exit in order to minimize wakes from the swirler. The flow from the combustor
discharged upwards into ambient, stagnant surroundings. A photograph of the combustor in operation is shown in
fig. 2. A laser light sheet with a thickness of approximately 1 mm was passed through the ceater of the flowficld



and used to illuminate the droplet stream. mphotographwastakenat%degmesrelativetothelaserlightsbeet.
Itisevidmtmatafewverylargedmpsareabletopmemmecombusﬁonzmewiﬂlarelaﬁvelystraighttmjectory.

Thecombustorwasmoumedvetﬁcallxwitlﬁnalarge(l.Bmsqm:eby2.4mhigh)enclosure. The entire
enclosmcwasmoumtedmtwosemdlhwbuﬁngsandwasuavasedmingsteppamomwpmvidemodmin
two directions. ‘I‘hewmbustormnblyitselfcouldbeuaversedinﬂleverticaldirecﬁonusingathirdswppermtor
to allow measurements at all locations in the flowfield. This arrangement allowed rigid mounting of all optical
components.

Instrumentation

A phase/Doppler particle analyzer was used for all velocity and size measurements. A two-component
system using green (514.5 nm) and blue (488.0 nm) beams from an argon-ion laser operating at 1.5 watts power
output was used for the measurements. The transmitting optics utilized a 500 mm focal length lens combined with
a 300 mm fl collimating lens to yield a focused beam waist of 131 microns for the green and 124 microns for the
blue lines. ThereceivﬁIgopﬁcswaebcawd%degmesoffaxisinﬂwfmwmd-scanerdhecﬁom Light was
collecwdusingaSOOmmfoml-lengthfS.Almsandﬂ\enfocusedontoal(X)micmnbylmmlongslit. Details
of the instrument can be found in ref. 6.

Inthepmeentsmdy,velociﬁwofboﬂltheliquidandgasewsphawsweremwsured. This was
accomplished by seeding the gas phase with nominal 1 micron size alaminum-oxide particles. The coflow, air-assist
ﬂow.andtheambimtmmoundingswaeallwdedtominimizebiasingduetoconcenu'aﬁon gradients. Phase
disainﬁnaionisinhaentmﬂwmsumnmtwimmeabiﬁtywsizeethwsmedpmﬁde. At each spatial location,
twommnemmtswerctakeninordertonmemevebcityofmhplmse., A threshold voltage for the
photodeteaorsatmespeciﬁedlaserpowawasdemmmd experimentally, below which signals from the aluminum-
oxide particles were not detected. Fadwdropletmwmnents,dephotodaectorvoltagemkeptbebwthis
dnwmldvaluehordamdhninawimafetumﬁomthealuminum-oxidepmﬁcm Particles with diameters smaller
than 2.4 microns were used to represent the gas phase velocity. Two complete traverses at each axial station were
pat‘ormedinada'tomeasmallﬂueecanponentsofvebcityandpmvideacheckonﬂowsymmeuy. Each
traverse measured axial velocity and either radial or tangential velocity. Generally, 64000 measurement attempts
waemadeateachmeamanmtlocaﬁon.lnregionswherethmwetefeivd:ws,datawastalmnfaaminimum
of 600 s. mpawnmgeofvaﬁdawdmmmsvmbddcpwdhgmﬂwnmbadmﬁmdudimibnﬁomm
velociﬁwofdmpsateachlocation,bNgetmnymngedﬁomaboutﬁw%pawmfmﬂwdropmeasmemmm.
Validﬂionwithparﬁclesizingformegasphmmeasummsnsingﬂwahnninmn—oxideseedingpmﬁdswasmwh
lower and generally averaged about 20 percent. Whaedmpswaenotprwenthmeﬂowﬁdd.megasplnse
measurements of velocity were taken with sizing disabled. Tests at these locations showed esseatially no difference
mmmmmmgwmwmmmmmmmgmm

Gasphasememtanpaaﬂnuwmmensmcdusingasinglept/pt-ﬁ%m thermocouple traversed through
the flowfield. The16cmbngumnocwplclndametalslmﬂllj9mmindiamewrfaﬁgidity. It was insulated
with high-temperature alumina and had an exposed junction with a bead diameter of 0.5 mm. Thermocouple voltages
wmsampledaamteofusonzusingaubitmbgwdigimlsignalconvmm The reference
mmmmummwmmmmwmwﬁmmhmm Each
tanpaaﬂnemmmtrepa&dmmtsaﬁm&amgedrmdingfasm No attempt was made o shicld
ﬂwjmcﬁm&m&wﬁnﬁnmmﬂwﬂwﬁehmmﬁwwlydimbedwhwmeumapkm
introduced directly into the spray region. This is reflected in the results where immersion in the spray produced very
low temperatures. Mbcaﬁmswmideofdwmymgiomthemncedﬂwﬂunmphdidnmhawamﬁcable
effect on the flame.

UNCERTAINTY ANALYSIS

pemmtbasedmcalibmﬁonandprobablyislarga‘inanevapomﬁngspmycmtainingasizcdisu'ibuﬁon. For drop
velocities, uncertainty is estimated at £ lOpacemfa'meanvaluesandtGpawntforﬂucmadngvalm Since the
gasphasemememmtsrequhtsizingofaverysmallparﬁclcwhu'edropsm'eprewm,ﬂ\euncertaintyislatgerthan



the drop velocity and is estimated at + 18 percent for mean velocities and + 12 percent for fluctuating velocities.
Uncertainty in gas-phase shear stress values are larger and are estimated at + 40 percent. Uncertainty in gas phase
mean velocity where mean velocities are very small and turbulence is present are larger and are estimated to be +
50 percent. These conditions are found near the centerline for radial and tangential velocities and in the entrainment
region at the outer edge of the flowfield for all three velocity components. Uncertainties in uncorrected temperature
measurements are estimated to be + 10 percent. Drop number flux measurement is the most difficult measurement
to make because it requires a accurate measurement of drop size, velocity, and probe volume size. This is
complimtedbyd\efactthatmelambwnpowadism'buﬁonisgausm’anandpmbevolumesizeisafmcﬁonof
drop size. In addition, in dense regions of the spray, more than one drop can be present in the probe volume at one
time causing rejection of the signal which leads to underestimation of the volume flux of the liquid phase. In the
present set of measurements, integrating the liquid flux measurements across the flowfield gave 21.3% of the metered
flowrate at 2.5, 21.6 % at 5, 38.2% at 10, 18.4% at 20, and 2.1% at 50 mm downstream of the nozzle. Since the
larngolumeﬂuxshmldbemeasmedatlsnundownsmeam,thcmmnanmtsrepomdfordmpnumberﬂux
at 2.5 and S mm downstream are certainly lower than they should be due to the high number densities at these axial
locations.

RESULTS AND DISCUSSION
Gas Phase

Results are presented for axial locations of 2.5, 5, 10, 20, 50, 100, 200 and 350 mm downstream of the
nozzle. Gas phase mean axial velocities are presented in figure 3 for isothermal, single-phase flow without drops
and two-phase flow with combustion at these eight axial locations downstream of the nozzle. The symmetry of the
flowfield is readily apparent. The two 45 degree angle swirlers induce a central recirculation zone along the axis
of the flowfield. At 2.5 mm downstream, the reacting two-phase flow and the isothermal single-phase flow show
similar results for mean axial velocity. At this axial location, the maximum mean axial velocity for the reacting case
is slightly larger and its radial location is shifted slightly outward compared to the isothexmal case. The recirculation
zone extends upstream of the first measurement station. This is illustrated by the data at 2.5 mm downstream, where
there is a small region in the center where negative velocities are present. Centerline measurements were attempted
at locations closer to the nozzle and indicated that the negative velocities at the centerline persist until approximately
1 mm from the nozzle. The two peaks in axial velocity are due to the assist-air stream issuing from the center
orifice of the nozzle and the coflow stream. The very low axial velocities at radii between 10 and 20 mm are caused
by the top of the nozzle between the central orifice and the coflow air stream. At S mm downstream there arc larger
differences in axial velocity between the reacting and single-phase cases. The maximum axial velocity and radial
location of the peak velocity have increased for the reacting case due to gas expansion caused by the heat release.
Beyond a radius of about 15 mm, no differences are apparent between the reacting and single-phase cases. The
negative velocities in the recirculation zone have increased for the reacting case and decreased for the single-phase
case compared to the results obtained at 2.5 mm downstream. Similar trends are illustrated at 10 and 20 mm
downstream of the nozzle. At 20 mm downstream, the maximum axial velocity in the flowfield originating from
the coflow stream is larger than that from the air-assist stream for the single-phase case. This is reversed for the
reacting case. At 50 mm downstream, the air-assist and coflow streams have merged and only one axial velocity
peak is evident. For the reacting case, the maximum velocity increases, and the radial location of the maximum
velocity decreases compared to the single-phase case. Similar results are found at distances of 100, 200 and 350
mm downstream of the nozzle. At 200 mm downstream the reacting case has a positive axial velocity at the center
indicating the recirculation zone has closed but effects of the recirculation zone still cause a decrease in axial velocity
near the center. The single-phase case still has a slight negative axial centerline velocity at this axial location. At
350 mm downstream, little depression of the axial velocity at the centerline is found for the reacting case. At 350
mm downstream, traversing limitations prevented measurements from being taken at large radial distances where the
axial velocity decays to nearly zero.

Mean radial velocities for the gas phase are presented in figure 4 for eight axial locations downstream of
the nozzle. Even at the initial measurement location of 2.5 mm downstream, large differences are apparent in radial
velocity between the reacting and single-phase cases. Maximum radial velocity has increased o about 45 m/s for
the reacting case compared to 15 m/s for the single-phase case due to heat release and expansion of the gas. The
increased recirculation zone strength for the reacting case causes the gas to expand more rapidly in the radial



direction than the axial direction. The radial location for the maximum velocity has also increased for the reacting
case compared to the single-phase case. Mean radial velocities at radii larger than about 15 mm are essentially
identical for the single-phase and reacting cases at 2.5 mm downstream. At 5, 10, and 20 mm downstream, peak
manrwmvdodﬁwawmdhlbcaﬁonsfmﬁwpe&wbchymcmﬁdaablymamdfamemcﬁngm
compared to the single-phase case. Negaﬁveradialvebciﬁwhdlerecimulaﬁonmamalsoinaeasedforthe
reacting case compared to the single-phase case. At axial distances of 50 mm and greater, peak positive radial
velocities are similar for the two cases. At 100 mm downstream, a bimodal distribution of positive and negative
radial velocities was observed at Jocations near the center, indicating some unsteadiness in the flowfield. The abrupt
shiftfmmmgaﬁvetopodﬁvemcmradialvelocityinﬂledamatmeeenwrlineiscausedbyachangeinthedimcﬁon
of frequency shift at the centerline. This unsteadiness is also evident in large fluctuating radial velocities measured
near the center at these axial locations. Some scaiter in the data is also evident at 200 mm downstream.

Mcantangenﬁalvelociﬁwforﬂngasptmsearcmwdinﬁg.sforthesameaxiallocationsdownstrwm
of the nozzle. At axial distances of 2.5 to 10 mm downstream, peak tangential velocities from the air-assist stream
are reduced for the reacting case compared to the single-phase case. Due to the expansion of the gas and the
ptwamofﬂnedrops,adeaenseisobsavedinﬂwmmgas-phasemgularvelocityforﬂwmactingmseoompamd
to the single-phase case. Similar to the results shown for the axial and radial velocities, the radial location for the
pwkmmnmmﬁalvebcityisalsoshiﬂedwtwardfordwmacﬁngmse. No differences are apparent between the
rmﬁngandsinglc-phasecaswforﬂleoutanmtangenﬁalvelocitypmkﬁ'omthecoﬂowsueamataxialdistanc&s
of 10 mm and less. At axial distances of 20 mm and larger, the situation is reversed and the reacting case has larger
mean tangential velocities compared to the single-phase case. Two distinct peaks are evident at axial distances of
20 mm and less. 'I‘hepeakmmecmtaisduewtheswilerintheair—assistmmandtheouterpmkis
caused by the swirler in the coflow air stream. At axial distances of 50 mm and larger, the air-assist and coflow
stmamsInvemagedtogiveasingletangentialvelocitypmk.similarmﬂlemultsshownforax’mlvebcity.

Flucmaﬁngaxialvelociﬁwformegasphasemillumwdinﬁg.& The fluctuating velocities presented
are root-mean-squared values (rms). At 2.5 mm downstream, little difference in fluctuating axial velocity is evident
bawemdnwacﬁngmdsmge-phsemhdicaﬁngmatmedropshawﬁnleeffectmﬂleﬂucmatingaxialvelocity
at this Jocation. The maximum fluctuating axial velocity is shifted slightly outward for the reacting case similar to
the results previously shown for mean axial velocity. At 5 and 10 mm downstream, the peak fluctuating axial
velociﬁﬁforﬂlermﬁngmﬂsingl&phasemsesmagainsimﬂar,andthebcaﬁonofmepmkhasalsoshifted
slightly outward for the reacting case. At axial locations of 20 mm and farther downstream, the reacting case
wmismﬂyshowsm;bavﬂwdﬂmmﬁngmﬂvdodw,Mm.mmuiﬂwbciﬁwmmm
see fig. 3. Muiﬂhaﬁmsdlmmaﬂfzﬂudownsum.mehrg&vdmofﬂmwnguhlvdodtym
found at the centerline. At these axial locations fluctuating velocities are not reported at large radii where velocitics
should decay to nearly zero due to traversing limitations.

Figure 7 presents fluctuating radial velocities for the gas-phase. Again, the values presented are rms values.
Incmmsttoﬂ:emltsformeanradialvelocity.peakvalmofﬂucmaﬁngradialvelocitqutﬁtcsilnﬂatforlhc
reacting and single-phase cases at 2.5 mm downstream. The radial Jocation of the maximum has shifted radially
outward for the reacting case compared to the single-phase case. At 5 mm and larger distances downstream,
mimmvﬂofﬂmaﬁngndhlvdodtyfaﬂtwﬁngmsemmmmmesingh—phmem. At axial
bcaﬁomofSOmmaﬂfatﬂudownsumm.pwkvahmofﬂwmaﬁngmdialvelocityforﬂlewﬁngmeaefomﬂ
on the centerline and are considerably larger than the single-phase case. This is caused by some unsteadiness in
radial velocity near the center, as previously discussed. For the reacting case, fluctuating radial velocities are
comparable to fluctuating axial velocities at 2.5 and 5 mm downstream. At distances of 10 to 50 mm downstream,
ﬂmﬁngradiﬂwhcﬁesmmﬂmﬂmmaﬁngaﬁﬂwbciﬁesfaﬂwmmsﬁngm Similar to the
pevhusrewhfaWﬁngaﬁalvdxﬁy,daﬁﬂdimmdledowmmmm,mms
atcnotrepmedatmdiilargeenoughﬁormeamedvalwtoappmachwo.

Hmﬁngmmﬁﬂmswbciﬁwfadwpsphasemmwdmﬁg.Sfaﬂwﬁngk-phaseam
reacting cases considered in the present study. Similar to the results previously illustrated for the mean tangential
velocily,atax'nllocaﬁonslssﬂm20mmﬁomthenoulc.ﬂucnnﬁngmgmﬁalvelociﬁwforﬂ)egasphaseam
reduced for the reacting case compared to the single-phase case. At axial locations of 20 mm and farther
downstrwn,ﬂucmaﬁngmgenﬁalvebdﬁwmlzgufaﬂwwﬁngcaseexceptmﬁnedgwofmeﬂowﬁdd
AtaxiallocationsofSOmmandlarger,ﬂnepwkflmunﬁngtangenﬁalvelocityislowedatmeoentedim.



Fluctuating tangential velocities are less than fluctuating radial velocities at axial locations 20 mm and closer to the
nozzle. At axial distances larger than 20 mm downstream, fluctuating tangential and radial velocities are similar.
At very large downstream distances, 350 mm downstream, all three components of fluctuating velocity are similar.

Measurements of the shear stress u’v’ for the gas phase are presented in figure 9. Results are again
presented at the eight axial locations for the reacting and single-phase cases. As discussed in the uncertainty
analysis, there is more uncertainty in the shear stress measurements compared to those previously presented. Cubic
spline fits to each data point are drawn in order assist in the interpretation of the data at locations up to 20 mm from
the nozzle. At 2.5 mm downstream, the largest values of u’v’ are found in the shear region between the air-assist
stream and the recirculation zone where large velocity gradients exist. The maximum positive value is' shifted
radially outward and is slightly higher for the reacting case compared to the single-phase case. This is also very
evident at S, 10 and 20 mm downstream. A negative value of u’v’ at a radius of about 10 mm at 2.5 mm
downstream is evident for the reacting case that is not shown for the single-phase case. The reacting case has a
sharp decrease in radial velocity at this radial location as shown in figure 4. At 50 mm downstream peak positive
values are similar for the single phase and reacting cases but larger negative peaks are observed for the latter case
due to the larger negative radial velocities for the reacting case. At larger downstream distances, measured values
of u'v’ decrease considerably for both the reacting and single-phase cases. The reacting case has slightly larger
positive and negative values of u’v’ than the single-phase case.

Measurements of the shear stress u’w” for the gas phase are presented in figure 10 to complete the set of
gas phase measurements. At 2.5 and 5 mm downstream, the single-phase case has larger positive values of u’'w’
compared to the reacting case. At these axial locations, mean tangential velocities were also reduced for the reacting
case as previously illustrated in fig. 5. Similar to the results for u’v’, a negative peak of u'w’ is evident for the
reacting case but not for the single-phase case. At 10 and 20 mm downstream, the measurements show dramatic
differences between the two cases. The single-phase case has positive u’w’peaks while the reacting case is generally
negative. For the reacting case, at 10 to 20 mm downstream, the larger peak in mean tangential velocity shifts to
the peak found at a larger radius and the tangential velocities for the reacting case are now larger than those from
the single- phase case. At 50 mm downstream, the shear stress u'w’ for the reacting case now has a positive peak,
although it is relatively small. At larger downstream distances, u’w’ decays considerably and measured values are
quite small at 350 mm downstream for both cases.

Liquid Phase

Mean axial velocity for the drops is illustrated in fig. 11. Results are presented at downstream locations
of 2.5, 5, 10, 20, and 50 mm downstream of the nozzie. At the next measurement pogsition of 100 mm, not enough
drops were present to have confidence in the velocity measurements. Results are illustrated for drop diameters of
69, 154, 23.8, 40.8, 66.2, and 97.2 microns. Each drop diameter has a size range of 2.8 microns. Velocity
measurements for a particular size are not presented at locations where not enough valid measurements were
obtained. This is particularly true for the larger drop sizes. Gas phase measurements for the combusting case are
illustrated by a solid line representing a spline fit between the measured data points. At axial Jocations of 2.5 and
5 mm downstream, it is evident that the smaller drops follow the gas phase velocity more closely than larger drops.
In the recirculation zone, even the 6.9 micron drops lag the gas phase by a considerable amount. This was also
observed by Hassa, et al.'* At 2.5 mm downstream, the drops are only found in a narrow region of the flow. A
relatively large velocity difference between various drop sizes is also apparent. This is especially evident at S mm
downstream, where the peak axial velocity of the 66 micron drops is about 20 mys lower than the velocity of the 6.9
micron drops. In the recirculation zone at 5 mm downstream, only drops with diameters of 23.8 microns and smaller
have negative axial velocities. The larger drops have enough momentum 10 retain positive values of axial velocity
in the recirculation zone at this axial location. At 10 mm downstream, the axial velocity is changing very rapidly
as the air-assist stream containing the drops encounters the negative velocities in the recirculation zone. The result
is that the peak mean axial velocity for the 40.8 micron drops is similar to the gas phase. The peak velocities of
the 6.9 and 15.4 micron drops are nearly identical as the drop velocities adjust to the rapidly changing gas phase
flowfield. At 20 mm downstream, the radial location of the peak velocities of the drops coincides with the edge of
the recirculation zone. The drop velocities continue to adjust to this rapidly changing gas phase. This is illustrated
by the more rapid decrease in the velocity of the 6.9 micron drops compared to larger drops. The adjustment in drop
velocity is complete by 50 mm downstream where it is evident that the smallest drops again show the least amount



of slip with the gas phase. At 50 mm downstream, the drops have larger velocities than the gas phase and the larger
drops generally have higher velocities, except for the 662 micron drops. At axial distances of 10 mm downstream
andlarger,&entiallynodropsatefoundinmeoenn'almgionsoflheﬂowﬁeld. Due to the evaporation of the drops,
very few larger drops are found at 50 mm downstream of the nozzle.

Measurements of mean radial velocity for the drops are presented in fig. 12 for the six drop diameters at
the same five axial distances downstream of the nozzle. Again, the gas-phase measurements are indicated by a solid
line. Rsultsfamemmdialvdodtymvaysimﬂm'wmosepeviouslyobwvedfaaxialvebcity. At axial
distances of 2.5 and 5 mm downstream, the size-velocity correlation is very ordered with the 6.9 micron drops
tracking the gas-phase flowfield more closely than the larger drops. At the outer edge of the flowfield, the gas-phase
radial velocity decays quite rapidly resulting in relatively large slip velocities between the drops and the gas phase,
even for the 6.9 micron drops. At 5 mm downstream, only the smaller drops are carried into the recirculation zone,
illustrated by their negative radial velocities. At 10 and 20 mm downstream, as previously discussed for axial
velocity, the gas phase mean radial velocity is also changing very rapidly as the air-assist stream is strongly
mmwmwnmmmm.mmmmammgmmammm
cause their velocities to be significantly different than the gas phase. At 50 mm downstream, the drop velocities
haveadjnstedtomegasphaseﬂowﬁcldandlhcsmallerdropsagainshowmeleastamountofslipwiththegas
phase. Similm'tomemﬂts;ueviouslyshownforaxialvelodty.melargetmopshavesigniﬁcanﬂylstgervebciﬁw
than the gas phase at this distance downstream.

Mean tangential velocity measurements for the drops are presented in fig. 13 for the same six drop sizes
and axial locations as the previous two figures. It is apparent that the tangential velocities are considerably lower
and not as symmetric as previously observed for axial or radial velocities. At all axial locations, the size-velocity
correlation is very uniform for mean tangential velocity. The larger drops have lower mean tangential velocities than
smaller drops. Thegas-phasetangenﬁalvdocitydmnotundugomeverynpiddmng&sobsuvedforﬂwmdial
and axial velocities and the drops are able to adjust to the changes. Again, very few large drops are found at the
50 mm downstream location due to the evaporation of the drops.

anmaﬁngaxialwbcilymeastmentsformedropsmpresmtedinﬁg. 14. At axial locations of 2.5 and
s mm downstream, the fluctuating axial velocity is correlated with drop size. The smaller drops have larger
ﬂuauaﬁngvdodﬁwthanhrgadropsandthedmpvelocityﬂucmﬁonsmlowﬂmnthosefomdinthegasplmse.
Similartoﬂlemﬂtsillusuatedfameanaxialvdodty.atdowmmmdismmofwmmmm,megas-pm
environnmtthatmedropsammtaischmgingsorapidlymmemopwbchyﬂmmaﬁomhgmedevebpmem
of the flowfield. At 20 mm downstream, the 6.9 micron drops generally have lower fluctuating axial velocities than
the15.4and23.8miam&cps,hﬂhigbaﬂmhaﬁngwbciﬁesﬂmmeﬁﬁzmdmewsmmdmps.mdmp
ﬂmﬁngvdodﬁwmﬂmlwumandwmplmexwmmmﬁmmmemuﬂmdmﬂaimm. At 50
mm downstream, the 6.9 micron drops have fluctuating velocities similar to the gas phase. Similar to the results
illusuatedt’ormeanaxialvelocity,d:elargadmpswndwhawlmgaﬂmﬁngaxialvdodﬁmﬂwmm
downstream except for the 66.2 micron drops. There are also considerably fewer larger drops at this axial location
duetoevapomtion;wnsequetﬂy.ﬂnmﬂ&ambasedmfewavalidﬁedm&mmcnswmwwmhmme
uncertainty in the measurements. '

Fig.lSptmtsmeammemsofﬂncmaﬁngmdialvdodtyforﬂwdmps. Results are similar to those
previously shown for fluctuating axial velocity. At 2.5, S and 10 mm downstream, the smaller drops tend 10 have
larguﬂmnnﬁngwbciﬁwmdaﬂﬂucmaﬁngdmpvabciﬁwmsnaﬂadzmﬂwgasphase. As previously
mmlommmm,mmmmmqwmgammmmmodq
development lags considerably. BymeﬁmcﬂxedmpsuaveltoSOmmdowmm,medmpsgenaanylnvelm'gcr
ﬂucmatingmdialvelociﬁwmanmegasphasc,howcva.meyalsohavelargumeanmdialvebciﬁa.secﬁg. 12.

Fluctuating tangential velocities for the drops are presented in fig. 16. As previously illustrated for mean
mngmﬁﬂvebciﬁmﬂwmﬁngmgmﬁalmopwhdﬁwmeardmedwimmmuanmmm
Hmmsmmmqmmmﬁngmmmmnmmgmmmmm
the gas phase. At 10 and 20 mm downstream, where the gas phase flowfield is changing rapidly, the difference in
ﬂmnﬁngmaﬁﬂwlmﬁyhuwemﬂw&opsmd&empbaseishga&maoﬂnnhlbmﬁm& Relatively
large differences are apparent, even for the 6.9 micron drops. At an axial distance of 50 mm downstream, the 6.9
micmndmpshaveﬂucmaﬁngvelociliwabontequaltoﬂwgasphasemdﬂucmatingvelociﬁmoflargadmps-are
lower.



To complete the drop measurements, drop number fluxes for the six drop sizes are presented in fig. 17.
The results are provided as the number of drops/cm? s and are plotted on a log scale. The instrument divides the
drop size distribution into 50 size bins. These 50 bins were combined into 10 sizes in order to make the data set
manageable. In this figure, six of the 10 combined drop size bins are presented. The diameters presented represent
mean values of size bins with a width of 8.5 microns for the 6.9, 15.4, 23.8 and 40.8 micron drops, a width of 142
microns for the 66.2 micron drops, and a width of 19.2 microns for the 97.2 micron drops. To adequately account
for all the measured drops, the number fluxes for the remaining four sizes would also be required. The nozzle used
in the present study produced a very large number of relatively small drops, evident in the results at 2.5 mm
downstream. Number flux increases with decreasing drop size, reaching a maximum at a radius of about 6 mm at
2.5 mm downstream. The maximum number fluxes show a variation of four orders of magnitude betweem the large
and small drop sizes. Drop number fluxes decrease slightly between 2.5, 5 and 10 mm downstream. As previously
discussed, integrated volume fluxes increased between 2.5 and 10 mm downstream even though actual number flux
values decrease, because the drops are found at larger radii. Between 10 and 20 mm downstream, number fluxes
substantially decrease as does the integrated volume flux. At S0 mm downstream, most of the drops have evaporated
and the remaining drops are smaller. Very few drops are found in the center at 2.5 mm downstream and by 10 mm
downstream of the nozzle, essentially no drops are found in the ceatral recirculation zone. There is a slight
asymmetry evident in the number fluxes at 5 and 50 mm downstream. The positive values of radius have slightly
reduced number fluxes compared to the negative side. Integrated liquid volume fluxes generally were also larger
for the negative side.

Temperature .

Gas phase average temperatures are presented in fig. 18. Radial profiles are presented for axial locations
from 2.5 to 200 mm downstream of the nozzle. Results are presented illustrating both the temperature measurements
as taken and the measurement corrected for radiation heat loss from the thermocouple. The radiation correction was
pesformed similar to Shuen et al.'®, considering only radiation heat loss to ambient surroundings and neglecting any
radiation heat transfer from the soot present in the flame. The temperature comrections varied with temperature level
up to a maximum of about 150 K. At 2.5 mm downstream, gas-phase temperature is substantially elevated over the
inlet temperature and has a maximum corrected temperature of about 1650 K. The dramatic reductions in
temperature for 2.5 mm downstream at a radius of about 5 mm are caused by droplet impingemeat on the
thermocouple bead; therefore, these measurements are not realistic gas phase temperatures. No attempt was made
to shield the thermocouple from the drops because the presence of the even the small thermocouple bead in the spray
caused visible distortion in the flowfield. A non-intrusive technique is required for accurate gas phase temperature
measurements in regions where substantial numbers of drops are present. At 5 mm downstream, maximum
temperatures have increased to about 1840 K. The sharp reductions in temperature due to droplet impingement are
still present and are found at a radius of about 9 mm. At 10 mm downstream, the maximum corrected temperature
is about 1825 K and the width of the higher temperature region is larger. Drop impingement is still evident at a
radius of about 15 mm. At 20 mm downstream, the drop number density has substantially decreased, see fig. 17,
and this is reflected in smaller temperature reductions due to drop impingement at a radius of about 21 mm. Similar
trends are evident at axial locations farther downstream. At 100 and 200 mm downstream, very few drops remained
and no drop impingement on the thermocouple bead was apparent. Some asymmetry is evident in the temperature
profiles, with the negative radius having a higher temperature than the positive. This side had generally higher
measurements of volume flux indicating an increase in fuel-air ratio for the negative side compared to the positive.

CONCLUSIONS

Gas phase axial velocity is increased for the combusting spray case compared to the single-phase isothermal
case due to the gas expansion caused by the heat release. The strength of the recirculation zone is also increased
for the reacting case and the overall length of the recirculation zone is shorter compared to the single-phase case.
At axial distances up to 20 mm downstream of the nozzle, gas phasec mean radial velocities are substantially
increased for the reacting spray compared to the single-phase case. Gas phase tangential velocities are reduced for
the reacting spray case compared to the single-phase case due to the presence of the drops and the gas expansion
due to heat release. At 2.5 mm downstream, negative axial velocitics were measured for a small region at the center
of the flowfield for both the reacting and single-phase cases.



MeanaxialandradialvelociﬁwfortlwdropslagmegaspMSevelociﬁesataxialdistanoeson.Sams
mm downstream. At these axial distances downstream, the slip velocity increases with increasing drop size. At 10
andzommdownsttum,thedropaxialandradialvelocitiwareadjusﬁngwmcrapidlychanginggas-phaseﬂowﬁeld
mdedodWmhﬁonwiﬁ&updmisn&asuﬁfmmmobsawd&mﬂadimdommm. At 50
mmdownmn,mmchopaxialmdmdialvdodﬁwmlargammmegsplmse.
Mcantangenﬁalvelociﬁafmmedtwslagthegasphaseatallaxiallocaﬁonsdownsuwnofthenozzlc.
ThesizevelocityoonelaﬁonBvayappamtwimmesnﬂkrdropSMgﬂclwstmmmofsﬁpwimmegas
phase. Mmmdownmnumchtg&vdodwdiﬁembawwnmegasphaseammedmpskm
DropnumberﬂlnesatZ.Smmdownsueammusuatemedropsizedisnibutionpmdmedbyﬂnmch
air-assist atomizer used in the present study. Number fluxes were directly related to drop size with smaller sizes
having larger numbers of drops. Dmpnmnberﬂux&decreasedslighdybetwemZ.SandSmmdownsﬂmmandﬂm
steadily decreased. AtSOmmdownsueamdmpnumberﬂuxesamcmsiderablyreduoedaswellasmenumbaof
larger drops.
Meangasphasewmpctanmshowelevawdtcmpemunesattheﬁrstaxialmeasmementlocationof2.5mm
downsuwnofdlemzﬂcductoasmaﬂregionwimnegaﬁveaxialvelociﬁa. Maximum gas phase temperatures
waeobsavedemmdownsummofmenouhmdﬂwndeamsedasuialdimemm Drop impingement
onthethmnooouplebeadpmduoedverylowtempe:anminregionswhetethenumberofdropsweresubstanﬁal.

ACKNOWLEDGEMENTS
The author would like to acknowledge the asistance of Ms. Sylvia Merritt in the processing of the
phase/DoppladamandMs.VivimneneSéndmmﬂmacquisiﬁonmdmsingofmegaSphasetanperamredata.

REFERENCES

'Chigier, N. A., "Gas Dynamics of Swirling Flow in Combustion Systems,” Astronautica Acta, Vol 17,1972,
pp. 387-395.

3Syred, N. and Beer, J., "Combustion in Swirling Flows: A Review," Combustion and Flame, Vol. 23, 1974,
pp. 143-201.

L illey, D. G., "Swirl Flows in Combustion: A Review," AIAA J., Vol 15, No. 8, 1977, pp. 1063-1078.

“Styles, A. C., and Chigier,N. A, *Combustion of Air Blast Atomized Spray Flames,” Sixteenth Symposium
(International) on Combustion, The Combustion Institute, 1976, pp. 619-630.

Khalil, E. E., and Whitelaw, J. H., "Aerodynamic and Thermodynamic Characteristics of Kerosene-Spray
Flames,” Sixteenth Symposium (International) on Combustion, The Combustion Institute, 1976, pp. 569-576.

Bachalo, W. D., and Houser, M. J., "Phase/Doppler Spray Analyzer for Simultaneous Measurements of
Drop Size and Velocity Distributions,” Optical Engineering, Vol. 23, No. 5, 1984, pp. 583-590.

"Mao, C-P, Wang, G., and Chigier, N., "An Experimental Study of Air-Assist Atomizer Spray Flames,”
Twenty First Symposium (International) on Combustion, The Combustion Institute, 1986, pp. 665-673.

*McDonell, V. G., and Samuelsen, G. S.,” Application of Two-Component Phase Doppler Interferometry
to the Measurement of Particle Size, Mass Flux, and Velocities in Two-Phase Flows." Twenty Second Symposium
(International) on Combustion, The Combustion Institute, 1988, pp. 1961-1971.

SEdwards, C. F., Rudoff, R. C., and Bachalo, W. D., "Measurement of Correlated Drop Size and Velocity
Statistics, Size Distribution, and Volume Flux in a Steady Spray Flame,” Fifth International Symposium on the
Applications of Laser Techniques to Fluid Mechanics, Lisbon, Portugal, July 1990.

19g4wards, C. F., and Rudoff R. C., "Structure of a Swirl-Stabilized Spray Flame by Imaging, Laser Doppler
Velocimetry, and Phase Doppler Anemometry,” Twenty Third Symposium (International) on Combustion, The
Combustion Institute, 1990, pp. 1353-1359.

UGhaffarpour, M. and Chebroudi, B., "Experiments on Spray Combustion in a Gas Turbine Model
Combustor,” Combust. Sci. and Tech., Vol. 92, 1993, pp 173-200.

12McDonell, V. G., and Samuelsen, S., "Gas and Drop Behavior in Reacting and Non-Reacting Air-Blast



10

Atomizer Sprays,” J. Propulision, Vol. 7, No. 5, 1991, pp. 684-691.

BHassa, C., Deick, A., and Eickhoff, H., "Investigation of the Two-Phase Flow in a Research Combustor
under Reacting and Non-Reacting Conditions,” AGARD-CP-536, May, 1993, pp. 41-1 - 41-12,

“presser, C., Gupta, A. K., and Semesjian, H. G., "Aerodynamic Characteristics of Swirling Spray Flames:
Pressure-Jet Atomizer,” Combustion and Flame, Vol. 92, 1993, pp. 25-44.

5Zurlo, J. R., Presser, C., Gupta, A., and Semesjian, H. G., "Determination of Droplet Characteristics in
Spray Flames Using Three Different Sizing Techniques,” AIAA Paper AIAA 91-2200, June 1991.

16Shuen, J.-S., Solomon, A. S. P., and Faeth, G. M., "The Structure of Dilute Combusting Sprays,” NASA
CP 174838, Jan. 1985.



88.9 I -— Atomizing
774 I e air swirler
le—42.3—s_ |
' N ,
% 2 _.—— Water
7 % cooling
i i Z tubes
2
i i j
1] H
: D
78 i
Z Z
A—drrrrrrede—redy f
2
2 . .
% ; ~~-— Atomizing air
Z
2 /2_ s Swirlers
T # re ;
2
%
Al
4 <~ Fuel %
Lo 144
"> Coflow—"
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Figure 6.- Gas phase fluctuating axial velocity profiles.
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Figure 13.- Drop mean tangential velocity profiles.
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